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DESCRIPTION
SUBJECT

Now available for your 2900R Motor Coach is a Donaldson
heavy duty air cleaner kit that can be installed on
your coach to replace the existing air cleaner. ' This HEAVY DUTY. ATR
heavy duty air cleaner has been designed to provide a CLEANER KIT
longer operating life for the air cleaner element and

improve engine performance. 5123?80
COMPLIANCE
MODEL (S)

This kit can be purchased from FMC/RVD for installation | AFFECTED
on coaches if desired by owners. Owners desiring this
kit should order through their dealer and make arrange-| 2900R

it instal i >
ments to have it installed at their expense SERTIAL 00001

KIT COMPONENTS TO 00530
ITEM PART DESCRIPTION PART NO, QUANTITY
1 Air Cleaner 10" Dry 5106087 1 £ U p
2 Band, Air Cleaner 10" 5106085 2 ooy o Sl
3 Bracket, Mounting 5106381 1 added to:
4 Adapter, Carburetor 5106342 1
5 Seal, Carburetor 5106411 1
Adapter
6 Hose, Adapter to M20106 1 (4" x 18") UNNER: MANUALIS)
Cleaner
7 Elbow, Air Cleaner 5106386 1 SERVICE MANUAL (S)
(rubber)
8 Sleeve, Elbow to Hose M22185 1
9 Stud, Air Intake 5106442 1 (1/4-20 x 7" 19)| PARTS MANUAL (S)
Adapter
10 Clamp, Hose M24490 4 (4-1/16" to 5")
11 Bolt, Bracket to Band M18075 5 (3/8-16 x 1-7/8) WARRANTY MANUAL (S
12 Washer, Bracket to M17007 5 (3/8 lock) i
Band Bolt
13 Nut, Bracket to Band M17010 5 (3/8-16) OTHER
Bolt
14 Screw, Bracket Pan M14038 1 (#10 x 1)
Head
INSTRUCTIONS

1. Remove existing air cleaner and mounting stud
from carburetor.
2. Remove rear hydrovac air cleaner from fire wall.
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PRIMARY
ELEMENT EXISTING
LPG BOLT
DUST CUP
SD-526

(Factory Use Only)

Information
added to:

OWNER MANUAL (S)

SERVICE MANUAL (S)

PARTS MANUAL (S)

WARRANTY MANUAL (S)

OTHER

H.D. Air Cleaner Service Bulletin 2911-40001
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3. Install bands (5106085) on air cleaner bracket
(5106381) with four bolts (M18075), nut (M17010), and SUBJECT

washer (M17007).

4, Locate bracket (5106381) on vertical fire wall
between service door and ignition relay panel. Posi-
tion bracket so that bottom of bracket is resting on
LPG tank crossmember.

5. Secure bracket (5106381) to fire wall using one
pan head screw (M14038) at top of bracket. At bottom
of bracket secure to frame crossmember with one bolt
(M18075), nut (M17010), and washer (M17007) at inboard
edge; use existing LPG tank bolt to hold outer edge of
bracket to frame.

6. Position air intake adapter (5106342) on car-
buretor with air horn toward right side of coach.
Install adapter seal (5106411) on bottom of adapter.
Secure with new 7" long carburetor stud (5106442) and
existing washer and wing nut.

CAUTION: Make certain seal between carburetor and
adapter is properly seated before tighten-
ing wing nut.

7. Install air cleaner assembly (5106087) in bands

with air inlet facing rear of coach.

8. Insert sleeve (M22185) into one end of hose
(M20106); slide opposite end of hose over adapter on
carburetor.

9. Secure hose with clamps (M24490) at carburetor
and sleeve.

10. Place rubber elbow (5106386) on top of air
cleaner and insert sleeve (M22185) into elbow.

11. Secure elbow to air cleaner and sleeve with
clamps (M24490).

12. Relocate rear hydrovac air cleaner on either
fire wall or coach frame.

SERVICING

This air cleaner is equipped with a vacuator valve
that ejects dust and water continuously. This elimi-
nates regular cup servicing, and cuts service time to
a minimum. Should the air cleaner element need clean-
ing (annually) it will be necessary to remove unit
from coach and drop dust cup. Empty dust cup as re-
quired. Dust should not be allowed to build up closer

HEAVY DUTY AIR
CLEANER KIT
5106380

MODEL (S)
AFFECTED
2900R

SERIAL 00001
TO 00530

(Factory Use Only)

Information
added to:

OWNER MANUAL (S)

SERVICE MANUAL (S)

PARTS MANUAL (S)

WARRANTY MANUAL (S)

OTHER
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than one inch from the baffle. Remove element and wipe
inside of cleaner with a clean damp cloth. Replace SUBJECT
element with a new or properly cleaned filter element.
Replace wing nut and tighten securely. Reinstall the
dust cup making sure it seals all around the cleaner HEAVY DUTY AIR
body. Check all connections between the air cleaner CLEANER KIT
and the engine to be certain they are tight and leak-
free. 5106380
MODEL (S)
% Zé AFFECTED
JOHN L. STREVER 2900R
S i M ¥
SRR SSESEE SERIAL 00001
TO 00530
{Factory Use Only)
Information
added to:
OWNER MANUAL (S)
SERVICE MANUAL (S)
PARTS MANUAL (S)
WARRANTY MANUAL (S)
OTHER
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